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Electrode Bands: Model F03-05 3P/4P/5P 
 

 
Product Discontinuation 

Electrode Bands 
 

F03-05 3P/4P/5P 
F03-06, F03-07, F03-08 
F03-09, F03-10  

 
Recommended Replacement 

Electrodes 
 

PH-1, PH-2 

 
    
 
 
 

Model Body 
Color 

Dimen
sions 

Wire 
connection Ratings Charact

eristics Operation  

PH1, H2 -- -- -- - - - 

**  : Fully compatible 
*  : The change is a little/Almost compatible 
-- : Not compatible 
- : No corresponding specification 

 
 

Product discontinuation Recommendable replacement 
 
F03-05 3P/4P/5P 
F03-06, F03-07, F03-08, F03-09, F03-10 

 
F03-08 End Cap 

F03-10 Adhesive 

F03-06 Electrode Band Connecting Nut 

F03-07 U-shaped Electrode Band Weight

 
 

 
PH-1, PH-2 

 
 

PH-1

PH-2

 

Discontinuation date : The end of March, 2010 

Difference from discontinued product 



 
 
 

 2 

 
 

Electrode Bands are used with F03-06, F03-07, F03-08, F03-09 and F03-10. 
PH-1 and PH-2 are not needed to use F03-06, -07, -08, -09 and -10. 

Product discontinuation Recommended replacement 
F03-05 3P ELECTRODE BAND 1M 
F03-05 3P ELECTRODE BAND 5M 
F03-05 3P ELECTRODE BAND 10M 
F03-05 3P ELECTRODE BAND 20M 
F03-05 3P ELECTRODE BAND 30M 
F03-05 3P ELECTRODE BAND 50M 
F03-05 3P ELECTRODE BAND 100M 
F03-05 4P ELECTRODE BAND 1M 
F03-05 4P ELECTRODE BAND 5M 
F03-05 4P ELECTRODE BAND 10M 
F03-05 4P ELECTRODE BAND 20M 
F03-05 4P ELECTRODE BAND 30M 
F03-05 4P ELECTRODE BAND 50M 
F03-05 4P ELECTRODE BAND 100M 
F03-05 5P ELECTRODE BAND 1M 
F03-05 5P ELECTRODE BAND 5M 
F03-05 5P ELECTRODE BAND 10M 
F03-05 5P ELECTRODE BAND 20M 
F03-05 5P ELECTRODE BAND 30M 
F03-05 5P ELECTRODE BAND 50M 

PH-1, PH-2 
Example; 
F03-05 3P 1M :  PH -1 1M x 3pcs 
  PH-2 1M x 2pcs 
 
F03-05-4P 5M : PH-1 5M x 4pcs 
  PH-2 5M x 3pcs 
 
F03-05-5P 10M : PH-1 10M x 5pcs 
  PH-2 10M x 4pcs 

F03-06 E-BAND CONNECTING NUT - 
F03-07 ELECTRODE BAND WEIGHT - 
F03-08 ELECTRODE BAND END-CAP - 
F03-09 MOUNTING INSULATION CAP - 
F03-10 E-BAND ADHESIVE - 

 
 
 
 

Electrode Bands tip should be covered with end cap by using F03-10 Adhesive for keeping water from 
entering. Currently, F03-10 Adhesive was confirmed that is controlled item in export. 
Also, it is proved that is impossible to buy this item in the overseas. 

 
 

Product Discontinuation and recommended replacement 

The Reason for discontinuation 


